
P29122-600

Performance Specifications

Dimensional Data

16 | 13 GPM (49 LPM) / 1/2-Inch Ports • Metallic Diaphragm Pump

Recommended Filter/Regulator
Filter / Regulator: P29122-600

(See Page 49)

For Diaphragm Pump

Accessories see pages 33-34.

Accessories

Port
Wet
End

Seat
Material

Ball Check/
DiaphragmHardware

Center
Section

Best Selling Models | PD05P-ASS-SAA, PD05P-ASS-STT, PD05P-AAS-PAA, PD05P-AAS-STTOrdering
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Base Model

1/2” Pump Polypropylene

A NPT

S 316 St. Steel

A Aluminum

S Stainless Steel

S 300 Series

P Polypropylene

AA Santoprene/Santoprene

GG Nitrile/Nitrile

SA SS/Santoprene

ST SS/Teflon

TT Teflon/TeflonGet in the

For complete airline connection kit,
see page 39.

For Pulsation Dampener,
see page 31.

RATIO: 1:1

MAXIMUM G.P.M. (Liters): 13 (49)

DISPLACEMENT GALLONS
(Liters) PER CYCLE: .040 (.15)

AIR INLET: 1/4-inch NPT (F)

FLUID INLET: 1/2-inch NPT (F)

FLUID OUTLET: 1/2-inch NPT (F)

MAX. OPERATING PRESSURE PSI (bar): 100 psi (6.9 bar)

SUSPENDED SOLIDS MAX. DIA. IN. (mm): 3/32” (2.4mm)

WEIGHT - LBS. (Kg): 14.6 lbs (6.6 kgs)SST, 8.4 lbs
(3.8 kgs) Alum

MAX DRY SUCTION LIFT: 10 ft. (Teflon fitted)
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